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Toluene 
- Toluol 

Refer to Material Safety Data Sheet available from our web site. 
- www.aimgroup.com.au 

Safety 

Description 

Uses 

UN Number 1294 

Hazchem 3[Y]E 

Pack Group II 

Class  3 Flammable 

Toluene, also known as methylbenzene, or Toluol, is a 
clear water-insoluble liquid  

paint thinners, silicone sealants,[] many chemical reactants, 
rubber, printing ink, adhesives (glues), lacquers, leather     
tanners, and disinfectants  

TOLUENE 

SIZE 
  

ITEM NUMBER 
  

CTN QTY APN BARCODE 

20LT TOL20 EACH NA 

200LT TOL200 EACH NA 

    

BULK TOLBULK PER LITRE NA 

Appearance : Colourless Liquid. 
Odour : Aromatic 
Odour threshold : 1.74 ppm 
pH : Not applicable. 
Boiling point : Typical 110 - 111 °C / 230 - 232 °F 
Melting / freezing point : Typical -95 °C / -139 °F 
Flash point : 4 °C / 39 °F(Abel) 
Explosion / Flammability limits in air: 1.2 - 8 %(V) 
Auto-ignition temperature : 480 - 536 °C / 896 - 997 °F(ASTM E-659) 
Vapour pressure : Typical 1 kPa at 0 °C / 32 °FTypical 3 - 3.5 kPa at 20 °C / 68 
°FTypical 12 kPa at 50 °C / 122 °F 
Specific gravity : Data not available. 
Density : Typical 871 kg/m3 at 15 °C / 59 °F 
Water solubility : 0.515 kg/m3 
Solubility in other solvents : Soluble in hydrocarbons and acetone 

To have an Expert Consultant contact you   
 Click Link- https://www.gobookings.com/au/clients/AimChemicals 

Phone: (07) 32071033  
Email : info@aimgroup.com.au    Website : www.aimgroup.com.au 

Distributors Welcome 


